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MOORING ·  MB SERIES

Mooring 
buoys
Polyethylene mooring buoys for fish farm grid moorings, in single-body and two-
piece construction. The model is chosen in the site-specific mooring design.

38
EXPORT COUNTRIES

ISO 9001:2015
CERTIFIED

IALA
AFFILIATE INDUSTRIAL MEMBER

Engineering for fish farming

Engineered. Manufactured. Deployed. asakua.com



ASAKUA MOORING BUOYS

MOORING BUOYS

Specifications
Values from the ASAKUA MB series product table. The model is selected in the site-
specific mooring design.

MODEL VOLUME 
(L)

BODY Ø 
(mm)

BODY HEIGHT 
(mm)

NET BUOYANCY 
(kg)

MB300 300 900 659 249.1
MB600 600 900 1,131 533.4
MB900 900 1,200 1,046 797.9
MB1200 1,200 1,200 1,311 1,065.2
MB1600 1,600 1,200 1,665 1,446.0
MB2000 2,000 1,600 1,328 1,796.7
MB2500 2,500 1,600 1,577 2,218.6
MB3000 3,000 1,800 1,554 2,658.0
MB4000 4,000 2,000 1,690 3,520.5
MB6000 6,000 2,200 2,037 5,387.7
MB8000 8,000 2,350 2,334 7,147.3

MB600 · single body MB1600 · two-piece

Net buoyancy: the lift available after the buoy’s own weight. Front views from manufacturer CAD at one common scale show the two 
construction types; the model is confirmed in each mooring design.
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