
NAVIGATION BUOYS

Navigation
buoys

Six models for harbour approaches, channel boundaries and marine marking projects. Body 
diameters from 1,250 to 3,000 mm.

Polyethylene float section, closed-cell polyurethane filling, aluminium tower and top-mark options. Colour, 
lantern and mooring are selected for each project.
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NAVIGATION BUOYS

Six models. One range.

NB1250 NB1750 NB2000 NB2200 NB2500 NB3000

MODEL NB1250 NB1750 NB2000 NB2200 NB2500 NB3000

Body diameter (mm) 1250 1750 2000 2200 2500 3000

Overall height (mm) 2600 3960 8059 4836 9979 10284

Focal plane height (mm) 2300 2500 4013 4071 4748 4888

Total float volume (L) 500 1650 3180 1537 5228 8000

Nominal freeboard (mm) 315 440 650 600 765 880

Minimum freeboard (mm) 180 200 565 530 715 845

Nominal draft (mm) 135 725 2910 905 3845 3760

Max. mooring load (kg) 495 600 5000 2000 5000 5000

Submergence (kg/cm) 11.25 24 31.4 38 49 70.6

Visual area (m²) 1.62 1.75 3.3 5.61 4.98 7.16

Wall thickness (mm) 8 12 10 18 15 15

Catalogue reference, not engineering approval. Elevations are illustrative, not manufacturing drawings. Marking, lantern and 
mooring are specified for each installation.

Discuss your project → asakua.com
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https://asakua.com/navigation-buoys

